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M.ZUIKO DIGITAL ED
14-42mm 1:3.5-5.6 EZ
Pancake

» Compact and powerful 3x * Stylish metallic look
zoom

» Choose your favourite from 2 » Extreme fast high-speed
colours contrast AF

Ultra-slim - big on image quality

The Olympus M.ZUIKO DIGITAL ED 14-42mm 1:3.5-5.6 EZ is the world’s slimmest pancake zoom lens* that delivers stunningly
crisp edge-to-edge image quality. Attach this lens to your Olympus OM-D/PEN camera body and enjoy a super high-quality system
camera that fits in the palm of your hand. Available in an attractive silver metallic or black finish, the M.ZUIKO DIGITAL 14-42mm
1:3.5-5.6 EZ provides an impressive 3x optical zoom for versatility. The M.ZUIKO DIGITAL 14-42mm 1:3.5-5.6 EZ lens has a
broad focal length range equivalent to a 28mm wide angle right through to an 84mm telephoto in 35mm film terms. What's more,
its electronic zoom mechanism even allows you to zoom in and out using your smartphone. An exceptionally fast, quiet autofocus
ensures smooth, stress-free still-image and movie shooting. Meanwhile, the manual focusing mechanism has been designed to
offer a responsive feel, with just the right amount of damping to enable smooth, precise operation. An amazingly small zoom lens
that delivers breath-taking image capture quality. You'll never have to go anywhere without your camera again - missing a shot
can become a thing of the past! Change the way you capture with the new M.ZUIKO DIGITAL ED 14-42mm 1:3.5-5.6 EZ. *as of
December 2013

Specifications
Focal Length Dimensions
Focal length 14 - 42mm Dimensions 60.6mm &, 22.5mm
Focal length (equiv. 35mm) 24 84mm Filter diamater 37mm
Weight 93g

Lens Construction
Angle of view 75 - 29° Cover & Cap
Closest focusing distance 0.2m Lens Cap LC-37B, LC-37C (optional
Aspherical glass elements g items)
Aspherical ED element 1
Super HR elements 1
Maximum image magnification 0.23x (Micro Four Thirds) /

0.46x (35mm format)
Aperture
Maximum aperture 1:3.5 (wide) / 1:5.6 (tele)
Minimum aperture 1:22
Number of aperture blades 5 Circular aperture diaphragm

for natural background
blurring
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