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sets new dimensions in professional camera  
support augmenting the power of expression of 
creative professionals. 

eaturing a wide pa load range  precision uid 
drag and iller s innovative  position  lus  
counter alance s stem  rrowx  delivers the 

e i ilit  speed of set up and accurac  of shot  
professionals e pect and demand from iller s  
ears of e perience. 

g . . l s  pa load range and   
selecta le pan tilt uid drag positions ma e

rrowx  ideal for  and  ena ling it to e
used with a wide range of cameras  lenses and
accessories and offering.

 lus  is an innovative se uential counter alance 
design  ta ing traditional counter alancing a step 
forward ahead of the rest  resulting in repeata le  
accurate and rapid setup.  lus  features eight 
larger counter alance steps  allowing the user to 
get to their re uired counter alance position uic l  
and ef cientl . he  lus one ic  switch 
convenientl  located at the front of the head  adds 
a half step between each of the eight larger steps 
enabling counterbalance ne tuning when re uired.  

he new rrowx  comes with the reliabilit  and 
“THE RIGHT FEEL” that are the hallmar s of ever  

iller product.

eatures
• ompact  lightweight and versatile.

•  selectable of uid pan and tilt drag
positions .

•  position  lus  counterbalance s stem.

• ide pa load range g . . lbs .

• luid drag s stem with smooth start and soft
stop technolog   balanced diagonal transitions.

• ontrols all in one location  design for fast
eas  and practical use.

• Illuminated bubble level and pan-tilt drag
controls.

• recise oating pan-tilt calliper loc s ensure
bounce free on-off performance.

• uic  release  mm sliding camera platform
with camera plate euro .

• emovable ball level stud for at base mounting
liders  with  screw hole.

• itchell base adaptable.

• obust construction for rugged outdoor
shooting conditions.

• Optional second pan handle mount.

• ide mounting points for view nders and
accessories.

• hree- ear warrant .
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16 selectable positions 
of counterbalance for 
payloads between 2-21kg

7 plus zero positions of 
fluid pan drag

Quick release, 120mm 
sliding camera platform

Illuminated bubble level 
and pan-tilt drag controls

Replaceable tilt 
end rosettes

Positive pan-tilt locks 
calliper brake system

7 plus zero positions 
of fluid tilt drag 
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Specifications -1074

Weight 3.4kg (7.4lbs)
Payload range 2-21kg (4.4-46.2lbs)
Pan-tilt drag 7 selectable fluid drag positions + 0
Pan range 360°
Pan-tilt locks Positive lock calliper brake system
Tilt angle +90°/-75°
Counterbalance 16 selectable positions
Camera platform Quick release camera plate with 1⁄4” and 3/8” screws
Sliding range 120mm (4.7”)
Height above bowl 162mm (6.4”)
Mounting base 100mm (3.9”) ball levelling with 3 x M5 holes for flat base 

mounting
Illuminated controls Bubble level, pan-tilt drag controls
Temperature range -40° to +65°C (-40° to +149°F)
Pan handle Telescopic 390 to 590mm (15.4 to 23.2”)

Counterbalance Performance

Camera Payload (kg)
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Spare screw storage

Camera plate (Euro)  
with 1/4” and 3/8” screws

Sliding camera platform lock
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*System weights do not include the weight of the bag

stems rrowx 

Components:

1074 Arrowx 5 fluid head
1576 Sprinter II 2-stage tripod (carbon fibre)

993 Mid level spreader 
475 Rubber feet (set of 3)
696 Pan handle - telescopic with clamp
975 Arrow shell case with wheels 

3101
System Arrowx 5 Sprinter II 2-stage (carbon fibre)
with  id level spreader   feet

2-21kg
4.4-46.2lbs

8.2kg 
18.2lbs

 602-1692mm 
23.7-66.6”

 862mm 
33.9”

Components:

1074 Arrowx 5 fluid head
1589G Sprinter II 1-stage tripod (alloy) 

470 On ground spreader 
696 Pan handle - telescopic with clamp
870 Arrow softcase1-stage

3092
System Arrowx 5 Sprinter II 1-stage (alloy)
with  On ground spreader

2-21kg
4.4-46.2lbs

7.8kg 
17.3lbs

797-1587mm 
31.4-62.5”

 1002mm 
39.4”

Components:

1074 Arrowx 5 fluid head
1589 Sprinter II 1-stage tripod (alloy) 

993 Mid level spreader 
475 Rubber feet (set of 3)
696 Pan handle - telescopic with clamp
870 Arrow softcase 1-stage

3093
System Arrowx 5 Sprinter II 1-stage (alloy)
with  id level spreader   feet

2-21kg
4.4-46.2lbs

8.2kg 
18.2lbs

832-1592mm 
32.8-62.8”

1002mm 
39.4” 

Components:

1074 Arrowx 5 fluid head
1580 Sprinter II 2-stage tripod (alloy) 
993 Mid level spreader 
475 Rubber feet (set of 3)
696 Pan handle - telescopic with clamp
872 Arrow softcase 2-stage

3097
System Arrowx 5 Sprinter II 2-stage (alloy)
with  id level spreader   feet

2-21kg
4.4-46.2lbs 

8.8kg 
19.6lbs

602-1692mm 
23.7-66.6”

 862mm 
33.9”
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rrowx  stem omparison hart
CAT Components 3092 3093 3097 3101 3128

1074 Arrowx 5 fluid head • • • • •
860 Camera plate (Euro) with 1/4” & 3/8” screws • • • • •
696 Pan handle - telescopic with clamp • • • • •

1589 Sprinter II 1-stage tripod (alloy) •
1589G Sprinter II 1-stage tripod (alloy) •

1580 Sprinter II 2-stage tripod (alloy) •
1576 Sprinter II 2-stage tripod (carbon fibre) •
1505 Solo 100 3-stage tripod (carbon fibre) •
470 On ground spreader •
993 Mid level spreader • • •
475 Rubber feet (set of 3) • • •

1520 Solo shoulder strap (Aircell) •
870 Arrow softcase 1-stage • •
872 Arrow softcase 2-stage • •
975 Arrow shell case with wheels •

Accessories

858 Offset camera plate with 2 x 3/8” screws
860 Camera plate (Euro) with 1/4” & 3/8” screws
696 Pan handle - telescopic with clamp

1219 Accessory mounting bracket
1217 Accessory adaptor 1/4”, 3/8” holes to suit 1219
1225 Mitchel base adaptor with clamp

Components:

1074 Arrowx 5 fluid head
1505 Solo 100 3-stage tripod (carbon fibre) 

696 Pan handle - telescopic with clamp
1520 Solo shoulder strap (Aircell)

872 Arrow softcase 2-stage

3128
System Arrowx 5 Solo 100 3-stage (carbon fibre)

2-21kg
4.4-46.2lbs

7.1kg 
15.8lbs

 382-2032mm 
15-80”

 820mm 
32.3”


